Road Committee Report
171372020 thry 2/08/2020

® Placed large boulders at inlet and oyt]et to minimize erosion
Worked middie Remingtop Ridge

® Removed large rocks from road way

®  Dozer work to adjust road pitch. Built up diverters

®  Crushed windrows ag needed
Worked Upper Remington Ridge to Turn-Aroung

® Hauled ang Placed 4 Joads of rock and clay mix to repair road pitch at 112

® Hauled ang Placed 1 1oad of road mix to cover rocky section at 114

®  Trimmed tree limbs and hayjeqd I load of brugh to burn pile

® Hauled anq Placed 1 Ipad of clay to cover rocky sections

¢ Tire repair: Faulty valve Stem core and O-ring replaced

® Replace drive belts. Pressure washed to remove rocks and djrt
John Deere 410 Backhoe
® Second ojl change with filter at 1582 hours
Replaced transfer fie] Pump and fue] Jine seals

®  Hookup hoses need ends replaced to fit quick connect fittings
Road Materiy) Processing

®  Excavated and Screened 6 loads of sand and grave]

®* Reclaimed roadside materials when available
Additiona] Information

® Pushed up brysh pile

° Caliche order js being processed by Jarratt’s Dirt Work, Delivery as soon as possible,

® Scheduled to work main road next week after forecasted rajp -The roller wil] pe used to

improve soi] compaction. Clay will be hauled as needed to bind the loose gravels
*  Working to finish Apache Mountain Traj
® Plan to work Section 5 as S00n as possible

Sincerely Submitted,
The Road Committee and Crew



